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LABone - Fume Hood - HUYAir FH01

DUCTED FUME HOOD 

DUCTED FUME HOOD 

Manufacturer: LABone – Viet Nam

Origin: Viet Nam

Standards Compliance: ASHRAE 110 – USA

Fume hood is  an important equiq-
ment use to protect the person 
when we operate fume hood with 
volatile chemistry harm health as: 
acids, corrosive, highly active 
solution.



LABone - Fume Hood - HUYAir FH 02

AIRFLOW SYSTEM

HUYAir FH offers the bybass airflow system and baffle system to real-
lowcate intake air when the cash is closed or hightest opening to pre-
vent high velocity air stream.
Air is sucked through the front opening of the hood intake air & 
exhaust airflow are splited  into two directions:
The 1st direction: intake air is sucked up through the pine to go out.
The 2st direction: intake air is sucked through the front line, following 
to baffles up to pineline to go out.
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CONSTRUCTION
PRODUCT

Hinger

Valve
Tempered glass

Electrical outlet

Power switch Valve water Valve Workzone

Support stand 
with the cabinet
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ACCESSORIES

Work zone
- Phenolic resin thickness 6 mm – Funder-
max, origin: Austria. 
Two side by phenolic resin 6 mm thickness 
resistant chemicals.
This material is used for non-corrosive 
chemical  and high temperature.
- Polypropylene plastic: is a material that 
can resistant high corrosive chemicals 
and temperature higher than 1000C

Work top
- Phenolic resin thickness 20 mm – Funder-
max, origin: Austria. 
Two side by phenolic resin 6 mm thickness 
resistant chemicals.
- Epoxy resin thickness 25 mm - origin: EU. 
A monolithic sheet of withstand the 
impact very good, chemical resistance 
and high temperature.

Exhaust fan
- Casing: Thermoformed in PP
- Impeller: In PP
- Blower with IP-55 standard
- Working temperature -10 to +90 ° C
- One-phase or three-phase motors
- Manufacture: Quimipol – Origin: Spain
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OPTIONS

VALVE
Gas, water, vacuum, nitro-
gen,…

SUPPORT STAND: 
Frame-support stand is con-
structed of epoxy powder 
coated steel with caster 
wheels.
Cabinet-support stand is 
constructed of epoxy 
powder coated steel with 
caster wheels. Upon request: 
base cabinet, fammable 
storage cabinet…

Sink:
By high grade polypropylene (PP), stainless 
stell SUS304 resistance chemical

ACCESSORIES
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SPECIFICATION 
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Model 

 
 

 
 

> 780 lux

HUYAir
SH - 1200

1200 x 900 x 1500

1000 x 680 x 1200

HUYAir
SH - 1500

1500 x 900 x 1500

1300 x 680 x 1200

HUYAir
SH - 1800

1800 x 900 x 1500

1600 x 680 x 1200

< 65dB

Illumination

0.51 m/sAirflow velocity

230V / 50Hz or 380VPower supply

External dimensions
(W x D x H)

Internal dimensions
(W x D x H)

Sound level (dBA)



- Ducted fume hood, HUYAir FH is a modern product, the sides of the cabinet 

are double walls to create the maximum width for the working area and mini-

mize the outflow of exhaust air, while ensuring high aesthetics for electric and 

water systems.

- The cabinet design with the “ByBass” air intakes on the front cabinet and “Baf-

fles” redirected help air circulation good in the case of close the door and 

open the door high position.

- Main body 1.2 mm epoxy powder coated steel

- Tempered glass 5 mm thickness

- Worktop: Phenolic resin 20 mm thickness resistant chemicals.

- Maximum opening is door: 750 mm

- Illumination: 780 lux

- Airflow: 0.51 m/s

- 2 outlet electric with light switch

PRODUCT FEATURES:

Address: 228/13/3 Nguyen Thi Lang Street, Tan Phu Trung Communes, Cu Chi District, Ho Chi Minh City

LABone Scientific Limited

Mail:             info@huylab.com
Wedsite:       www.huylab.com

Tel:             (028) 6260 2798
Fax:    (028) 6297 2779 


