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OVERVIEW

VETICAL LAMINAR FLOW CABINET - HUYAIR VLF

Manufacturer: LABone - Vietnam

Vertical laminar flow cabinet is widely used in fields such as: food 

microbiology, plant and cell tissue cultures, pharmaceuticals, ...

Production standards: NSF 49, EN 12469

3-year guaranty.

LABone - VETICAL LAMINAR FLOW CABINET - HUYAIR VLF

HUYAir Vertical laminar flow 
cabinet is effectively 
designed to protect speci-
men, equipment, and other 
parts and in the process of 
experiment.
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FEATURE
PRODUCT

- The cabinet is made of powder coated steel zinc thickness 1.2 mm 

chemical anti-corrosion

and easy to clean in tropical environments.

- Two sides of the cabinet are made by 5 mm tempered glass to protect 

against UV rays and

easily observe the specimen during manipulation

-Maintain an airflow rate of 0.45 m / s or 90 fpm with a uniformity of ± 20%

over the entire filter surface, ensuring sufficient air change to maintain 

cleanliness

in the working area, this surface speed is passed though these safety and 

quality standards of the US and worldwide.

-Filters are easy to replace with common tools.

- The light source of the cabinet is far from the air-flow area.

Light intensity:> 780 Lux

- Noise: <56dBA

- GFCI socket: for electrical equipment in the cabinet.
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AIR FLOW SYSTEM

LABone - VETICAL LAMINAR FLOW CABINET - HUYAIR VLF

- The air goes down the work area in a vertical flow and exit the work area 
on the whole area open before cabinet after deflecting from the work 
surface.

- Holes in rear wall is designed to minimize fluctuations in available working 
surface and minimize the possibility of dead air in the workspace.
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STRUCTUER

LABone - VETICAL LAMINAR FLOW CABINET - HUYAIR VLF

Dashboard elec-
tronic control

Working surface 
made of spe-
cialized material 
SUS 304

HEPA filter /ULPA 
- Camfil

EBMpapst Fan – 
Germany

Working surface

HUYAir Controller 
Comprehensive



TECHNICAL SPECIFICATIONS

Model 
 

   
 

   
 

   
 

   

Kích thước ngoài 
(D x R/S x C), mm 

   

Kích thước trong 
(D x R/S x C), mm 

    

Độ cao cửa tối đa     

Cường độ dòng khí  1000 Lux 

Tốc độ dòng khí  0.45 m/s  

Kết cấu  

Động cơ Ebmpapst ly tâm của Đức 

 

Vỏ thép mạ kẽm dày 1.2 mm sơn tĩnh điện,
hai bên vách kính cường lực 5mm

< 56

1080 x 757 x 1200 1385 x 757 x 1200 1690 x 757 x 1200 1995 x 757 x 1200

990 x 640 x 650 1295 x 640 x 650 1520 x 640 x 650 1820 x 640 x 650

HUYAir
VLF - 900

HUYAir
VLF - 1200

HUYAir
VLF - 1500

HUYAir
VLF - 1800

480 mmNoise <56 dBA

Power 230V / 50Hz

Light intensity >7850 lux

Air flow rate 0.45 m/s

Structure
1.2 mm thick galvanized steel casing, powder coated,

two sides of 5mm tempered glass wall

External dimensions
(L x W x H) mm

Internal dimensions
(L x W x H) mm

Address: 228/13/3 Nguyen Thi Lang Street, Tan Phu Trung Communes, Cu Chi District, Ho Chi Minh City

LABone Scientific Limited

Mail:             info@huylab.com
Wedsite:       www.huylab.com


